
Hi Lumen, Bye Watts.

KLM CO.,LIMITED

www.klmlighting.com



IP20 LED MODULE





Feature
• The module fits our custom mounting rings and are adaptable to fit most 
existing halogen MR type fittings
• Anti-glare reflector with 3 beam angles,10° 20° 30°
• Miniature in size and thermal management provides great flexibility to suit    
   a vide variety of applications
• Aesthetic pleasing design
• 3Year Warranty

Temperature
• Operating temperature: -20°C~+40°C 
• Storage temperature: -30°C~+60°C 

• IP20 Rate



Anti-Glare Lens

LEDs Brand: CREE / LULUMINUS

Narrow or Wide beam angle reflector 
provide’s more choices for architectural 
lighting designer’s.



5W KLM-IP20-H40AA 7W KLM-IP20-H49AA 

9W KLM-IP20-H59AA 12W KLM-IP20-H69AA 



SPECIFICATION
Model KLM-IP20-H40AA KLM-IP20-H49AA KLM-IP20-H59AA KLM-IP20-H69AA 

Power 5W 7W 9W 12W

Input Voltage AC85-265V AC85-265V AC85-265V AC85-265V

Frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz

Material 6063 Aluminium 6063 Aluminium 6063 Aluminium 6063 Aluminium

Size Φ50*47*H40mm Φ50*47*H49mm Φ50*47*H59mm Φ50*47*H69mm

Led Brand CREE / LUMINUS CREE / LUMINUS CREE / LUMINUS CREE / LUMINUS

CRI RA80/90/95 RA80/90/95 RA80/90/95 RA80/90/95

Lumen 90LM/W 90LM/W 90LM/W 90LM/W

Beam angle 10°  20°  30° 10°  20°  30° 10°  20°  30° 10°  20°  30° 

IP rate IP20 IP20 IP20 IP20

Life time 40,000hrs 40,000hrs 40,000hrs 40,000hrs

Warranty 3Year 3Year 3Year 3Year







Anti-Glare Lens

LEDs Brand: CREE / LULUMINUS

Narrow or Wide beam angle reflector 
provide’s more choices for architectural 
lighting designer’s.





SPECIFICATION
Model KLM-IP65-H58AA KLM-IP65-H68AA KLM-IP65-H78AA KLM-IP65-H88AA 

Power 9W 12W 15W 18W

Input Voltage AC85-265V AC85-265V AC85-265V AC85-265V

Frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz

Material 6063 Aluminium 6063 Aluminium 6063 Aluminium 6063 Aluminium

Size Φ50*60*H58mm Φ50*60*H68mm Φ50*60*H78mm Φ50*60*H88mm

Led Brand CREE / LUMINUS CREE / LUMINUS CREE / LUMINUS CREE / LUMINUS

CRI RA80/90/95 RA80/90/95 RA80/90/95 RA80/90/95

Lumen 90LM/W 90LM/W 90LM/W 90LM/W

Beam angle 17°  24°  36° 60° 17°  24°  36° 60° 17°  24°  36° 60° 17°  24°  36° 60° 

IP rate IP65 IP65 IP65 IP65

Life time 40,000hrs 40,000hrs 40,000hrs 40,000hrs

Warranty 3Year 3Year 3Year 3Year



KLM-SJ902-L

KLM-SJ901-L

Anti-Glare Series

Adjustable✓

Adjustable✓



KLM-SJ905-L

KLM-SJ904-L

Anti-Glare Series

Adjustable✓

Adjustable✓



KLM-SJ907-L

KLM-SJ906-L

Anti-Glare Series

Adjustablex

Adjustablex



KLM-SJ903-L

Anti-Glare Series

KLM-SJ909-L

KLM-SJ913-L

KLM-SJ910-L KLM-SJ911-L

Adjustable✓

Adjustablex Adjustablex



KLM-NCR-02

KLM-NCR-01

Anti-Glare Series

Adjustable✓

Adjustable✓



KLM-NCR-04

KLM-NCR-03

Anti-Glare Series

Adjustable✓

Adjustable✓



KLM-NCR-06

KLM-NCR-05

Anti-Glare Series

Adjustable✓

Adjustable✓



KLM-NCR-07

Anti-Glare Series

Adjustable✓



Waterproof Series

KLM-BCL-01

KLM-BCL-02

Adjustablex

Adjustablex



Waterproof Series

KLM-BCL-03

KLM-BCL-04

Adjustablex

Adjustablex



Waterproof Series

KLM-SNCR-01R

KLM-SNCR-03

Adjustablex

Adjustablex

KLM-SNCR-01S



Waterproof Series

KLM-SNCR-02

KLM-SNCR-04

Adjustablex

Adjustablex



KLM-J-MH1

KLM-J-MH2

Adjustable✓

Adjustablex



KLM-J-MH3

KLM-J-MH4

Adjustable✓

Adjustablex



KLM-BCR-01

KLM-BCR-02

Adjustable✓

Adjustable✓



KLM-YC-A11

KLM-YC-A12

KLM-YC-A13

Adjustable✓

Adjustable✓

Adjustable✓



KLM-SJ908-L

KLM-SJ912-L

Trimless

Adjustablex

Adjustablex



Surface+ honeycomb Anti-
glare

Trimless

Trimless+ honeycomb Anti-
glare

KLM-SD-01 KLM-SD-02

KLM-TLD-01 KLM-TLD-02

KLM-TLD-03 KLM-TLD-04

Adjustable✓

Adjustable✓

Adjustable✓


