
Magnetic DIY free combination LED Flood Lamp







Acrylic lum
inous decoration

tripod

Base

Splicing piece for top glow pole

track splicing rod 

LAMPS CAPABLE OF DIY
MAGNETIC SPLICING, ARBITRARY ASSEMBLY; 

SPELL OUT THE FLOOR LAMP YOU NEED



Acrylic luminous decoration

S
imple splicing, automatic 

magnetic absorption in the 

splicing direction, automatic 

connection of power supply lines, 

no tool installation; The rail splice 

can be replaced with lamps at will, 

and can be touched at will under 

low voltage DC24V normal voltage; 

This is a "standing" magnetic 

combined lighting system.

A variety of acrylic lighting shapes

A variety of magnetic 
lighting shapes

  

3 60°free spins

三 角 支 架

供 电 拼 接 杆

底 座

Track splicing rod

Splicing piece for top glow pole

Magnetic  charging  head  input  power 
supplybuilt-in battery   2850mA
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Magnetic DIY led flood lamp Specification

Acrylic decoration  Can 
customized

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

  

  

 

 

  

 

  

 

 

 

 

 

  

 

 

 

Top illuminated splicing rod

Base

  

 

 

  

  

 

  

 

 

  

 

 

 

 

  

 

 

 

※ There  is  a built-in  battery  on  the  Base, which

can turn on the light even when the power is off.

The  battery  life  depends  on  the  lamps  installed

on  the  floor  lamp; the  built-in  sensor  switch  can

turn  on  the  light  when  you  touch  the  Base; we

use a magnetic connector for the charging head

to  make  the  product  more  stable. Stylish  and

more fun.

Item  no.：KLM-LDD30GY/L150/5W
Size：∅30*L150mm                         
Voltage：DC12V

Power：5W
CCT：2700K/3000/4000K/RGB

6063  Aluminum

Color:  Red/Orange/Yellow/Green/Sky

Blue/Purple  Blue/Black/White

Item  no.：KLM- LDD30DY/L330 

Size：∅30*L300mm

battery  capacity：2580ma

Input  Voltage：DC12V

6063  Aluminum

Color:  Red/Orange/Yellow/Green/Sky 

Blue/Purple  Blue/Black/White

IP  rate：IP20

Magnetic  mounted

IP  rate: IP20 

Magnetic  mounted
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KLM-ZCSD2265/3W ∅22*L65mm 3W

Power

15°/24°

Angle DIM

Osram

KLM-ZCSD3463/5W ∅34*L63mm 5W 15°/24°/38°Honourtek/Luminus

≥90

CRI

≥90

AnglePower DIMCRI

KLM-ZCGS1552/L211/T5W

KLM-ZCGS1552/L211/T5W

L211*W15*H52mm

L211*W15*H52mm

5W 30°Osram ≥90

KLM-ZCGS1552/L283/T7W

KLM-ZCGS1552/L283/T7W

L283*W15*H52mm

L283*W15*H52mm

7W 30°Osram ≥90

AnglePower DIMCRI

5W 100°Osram ≥90

7W 100°Osram ≥90

KLM-ZCGS1511/L211/5W L211*W15*H11mm 5W 30°Osram ≥90

AnglePower DIMCRI

KLM-ZCGS1511/L355/10W L355*W15*H11mm 10W 30°Osram ≥90

KLM-ZCPM1511/L268/2W L268*W15*H11mm 2W 100°Osram ≥90

Angle DIMCRI

KLM-ZCPM1511/L468/4W L468*W15*H11mm 4W 100°Osram ≥90

                    

              

        

       

                     

        

        

Magnetic DIY led flood lamp-track splicing

Item No.  ：  K  L  M  -  L  D  D  3  0  G  D  /  L  6  2  5
Size  ：  ∅  3  0  *  L  6  2  5  m  m
Single control   6063 Aluminum
Color:Red/Orange/Yellow/Green/SkyBlue/
PurpleBl ue/Black/White
IP Rate  ：  I  P  2  0
Magentic Mounted

Other lenght track bar need to customized

Magnetic lamps

Specification

Item no.
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Magnetic DIY led flood lamp

               

                     

            

            

                     

     

            

  

A variety of acrylic luminous decoration shapes are optional, and can alsobe 

customized according to your requirements. Your own shape acrylic;

The surface of acrylic can be polished to show different unique spots;

A variety of lamp body colors, 0 formaldehyde baking varnish process, 

colorful and eye-catching magnetic suction combination splicing, no tools 

required;

Magnetic rails can be added between the lamp bodies at will, and the length 

of the rails can also be customized according to your requirements;

DC12V low-voltage Voltage input The track on the lamp body can replacethe 

magnetic lamp at will;
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  Clear

Clear  Frosted Clear  Frosted Frosted

Clear  Frosted Clear  Frosted Frosted
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Frosted

Frosted

It can be seen from the above real 
pictures that the light spots 

produced by acrylic Frosted are 
soft and scattered, different

The facula of the shape is almost 
unchanged, and it can be 

considered that the facula of the 
frosted surface is not affected by 

the appearance;
The light spot on the bright surface 

will be able to illuminate a unique 
light spot due to the change of the 
shape. The main influence on the 

shape of the light spot is the top 
shape of the acrylic; come and 
customize your own light spot.
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D o what you want
做 您 所 想
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